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In Homes, Owens-Illinois Glass Block com- 
bines pleasingly with other building materials, 
and adds bright spaciousness to any area. 


a 
In Refers Teloy oe both new and old, conditions. for 
seeing are unexcelled when glass block ‘walls of 
daylight” are installed. Maintenance is very low. 


In Commercial Buildings and factories, 
glass block’s permanence and insulation spell 
economy with better working conditio 


decorative color...in the glass! 


Now, for the first time, you can have practical glass 

block made with colored glass. The decorative styles are 
available in cool Shade Aqua, and a functional block is 

made in Shade Green. Owens-Illinois is offering this new 
development at no increase in price. Now color adds another 
advantage to the long list of advantages you get when you 
build or remodel with this famous daylighting material. 


Your Dealer has many ideas and a complete selection of 
materials for every type of job. He welcomes your ques- 
tions. Call on him for assistance and advice. 


design nos. 16 and 16-F 


Smooth-faced with convex ribs on both 
interior faces. High light transmission with 
sparkle. No. 16-F has diffusing fiber glass 
screen insert for privacy. 


design no. 4O 


Very flat ribs on exterior faces. More pro- 
nounced ribs on both interior faces, which 
are lightly etched for diffusion. High light 
transmission. 


design no. B2 
CERAMIC COLOR 


in 12 solid colors 


1. Pastel Blue 5. Black 9. Coral 

2. Deep Blue 6. Walnut 10. White 

3. Pastel Green 7. Deep Red 11. Charcoal Gray 
4. Deep Green 8. Yellow 12. Orange 


Smooth-faced with bright ceramic colors 
fused into exterior face. Nearly opaque. 
Ideal for use as accents, borders and pat- 
terns with standard block. Packaged in 
regular cartons or one per carton. 


design no. BO 


Smooth exterior face with repetitive con- 


centric circle design on interior faces. 
Design de-emphasizes joint pattern. High 


light transmission. 


design no. 2O 


Smooth-faced clear design affording vision. 
Interesting louver effect when used in large 
panels or interior partitions. High light 
transmission. 


design no. 31 


A smooth-faced glass block with slightly 
uneven configurations on interior faces. 
Appearance of handmade glass. High light 
transmission. 


design nos. BO and 8BO-F 


Solar-selecting. Faces have vertical ribs. 
No. 80-F has diffusing glass fiber screen 
inside. Install ‘‘Top Inside’? as marked. 


designs and sizes of Owens-I//linois Glass Block 


Square Blocks )> NOMINAL 6” 


Specify 
These 
Numbers 


NOMINAL 8” 


NOMINAL 12” 


DEGREE OF PRIVACY 
FIBER GLASS INSERT 


SMOOTH FACE 
RIBBED FACE 


Complete 


Number/Carton 


Complete 


Lbs. Per Carton 


% ALSO PACKAGED ONE PER CARTON 


SHADE 
AQUA 


GLASS BLOCK 


An exciting new glass block 
with the color in the glass! 


Three decorative styles of Owens-Illinois 
Glass Block are now available in cool, 
pleasing Shade Aqua. No. 30-A, at right, and 
No. 31-A (not shown), are available in 8” 
and 12” sizes. No. 70-A, shown below, 


permits vision, and is available in the 8” 
size only. The color in the glass enhances 
the appearance and softens the light. 


Another “First”... 
a functional block 
in SHADE GREEN 


design nos. 8BO-G and 80-GF 


The cool ‘‘Shade Green” tint in 
the glass supplements the patent- 
ed, prismatic action of this fa- 
mous, solar-selecting block. No. 
80-GF has glass fiber diffusing 
screen inside. 


() ACCESSORIES 


* Based on quantities required for 
1,000 blocks, installed in 10’ x 10’ (or 
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100 Sq. Ft.) panels. (Conditions vary 
widely, quantities not guaranteed.) 


ASPHALT EMULSION 
Asphalt dispersed in 


EXPANSION STRIPS 


Use at jamb and heads 


PANEL ANCHORS 


Anchor panels where no 


WALL TIES 


To reinforce panels. 


water. Apply to sill to of panels. A_ resilient chase is used. Imbed in. Imbed in horizontal 
break banat Tetons sill glass fiber pad 4%” x nail or bolt to jambs, 20 mortar joints every 24’ 
VOLUME and mortar. hae upd ga. galv 134’/’ x 24’’, vertically, regardless of 
OF MORTAR size of block. 

534" blocks 22)c.4. 1/6 gallon 38 pieces 20 pieces 13 pieces 

* 734" blocks 14 c.f. 1/3 gallon 67 pieces 36 pieces 23 pieces 

1134" blocks 11 c.f. 2/3 gallon 150 pieces 80 pieces 100 pieces 
1,5 gallons, quarts 72 pes. (150 lin ft.) 25 to bundle 8’0" long, 50 to bundle 

how packed , ' 1 carton 


Also available: PANEL-VENT .. . Ventilating unit made with half a glass block. Aluminum frame and screen. In 8" sizes. 


INSTALLATION 


- 


UNDER 25 (0 


“Simplified” construction. Especially for res- 
idential construction. Max. area 250’, max. 
hgt. 7’-0’’, max. width 5’-0’. Not recom- 
mended for high humidity installations or 
those exposed to extremes of temperature. 


MOLD & TRIM OF 
DESIRED SHAPES 


TROWEL HEAVY COAT 7 
ASPHALT EMULSION 


NX) 


TROWEL HEAVY BHNNN 
ASPHALT EMULSION 


SSS 
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Apply heavy 
coat asphalt 
emulsion 3)4” 
wide to sill 
and jambs. 
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Lay Owens- 
Illinois blocks 
with 4 '’ mor- 
tar joints 
(mortar mix 
1:1:4).Besure 
to fill joints 
completely 
with mortar. 


3 


Tool joints to 
smooth finish, 
clean panel. 
Remove loose 
mortar from 
space at head 
and calk as 
per detail 
above. 


No wall ties, anchors or expansion strip 
required with simplified construction. 
Use 8-inch blocks only. 


= 


OVER 25 0 


Standard construction. Method shown is 
suitable for panels up to 1000’ (10’ wide). 
For large panels write for catalog showing 
complete installation details. 


3/8” EXPANSION JOINT 
PLUS DEFLECTION 


INTO PANEL 
JOINTS 


EMULSION 
ON SILL 


FLASHING 


@apply a coat of Owens-Illinois Asphalt 
Emulsion 344'’ wide and %’’ thick to the 
sill. 


@insta Owens-Illinois Expansion Strips 
at jambs and heads of openings. 


@uay glass block, using full mortar joints. 
Mortar mix: 1 part Portland cement, 1 part 
pressure hydrated lime and 4 parts sand. 
Use a stiff consistency. 


@nstall Owens-Illinois Wall Ties in hori- 
zontal joints every 24’ vertically, regardless 
of size of block. 


@anchor panels at jambs with Owens- 
Illinois Anchors on 2’ centers, bedded in 
glass block mortar joints, and fastened to 
jambs. 


@ 01 joints and give blocks preliminary 
cleaning before mortar reaches final set. 


@cak perimeter of panel with Owens- 
Illinois Calking Compound. Where wood 
sills are used, sill joint should be raked and 
calked. Head should be flashed wherever 
head joint is exposed. 


@cive panel final cleaning. 


Not load-bearing, glass blocks require open- 
ings framed as for windows. Clearance for 
lintel deflection should be provided at head. 


oO 
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5 
Table of 7 
Dimensions 


To find opening dimensions, height or 
width, use table below and add: 


Height: Table+ "++ 
deflection 
Width: Table+ 4" 


Simplified 
Construction 


Height: Table + "+4 
Standard deflection 
Construction { Width: Table+ 1" 
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Mortar joints are Ya” 


Weight of glass block laid up 
in panels is approx. 20 Ibs. s. f. 
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